INDEX

Italicized page numbers represent sources of data in tables and figures.

4-phenylcyclohexene (4-PC), 21-21

A
Abbreviations, for drawings, C-1
Absorption, 11-14
Abuse-resistant
ceiling, 2-21
gypsum wallboard, 1-3
AC. See "Articulation class"
Access
board, 18-2
control, 14-4
control door, 20-12
door, 16-5
flooring, 6-35, 8-24, 16-4
panel, 2-16
Accessibility. See also "Americans with Disabilities Act"
Accessible route, 18-2
Accessory occupancy, 19-16
Accordion door, 3-32
Acoustic
clip, 11-18
panel, 10-12, 11-24
partition, 1-21, 1-22
Acoustical ceiling
building code requirements, 2-6
cloud, 2-17
components, 2-1
covered spline, 2-4, 2-5
coordination, 2-12
detail for seismic restraint, 2-10,
2-12, 2-13
fire-rated, 2-6
grid types, 2-4
lay-in, 2-1, 2-3
plenum, 2-3, 2-6
seismic design requirements, 2-11
seismic restraint, 2-7
sizes, 2-3
sound barrier, 2-6
standard suspended, 2-3
tegular, 2-1
used with gypsum wallboard, 2-17
Acoustics. See also "Sound," "Sound control"
 fundamentals, 11-1
standards, 11-4
Acrylic
carpet fabric, 9-3
for sign, 13-3
latex paint, 10-2
Active stainless steel, 7-19
ADA. See "Americans with Disabilities Act"
ADA/ABA Guidelines. See "Americans with Disabilities Act and Architectural Barriers Act Accessibility Guidelines"
ADAAG. See "Americans with Disabilities Act"
Adaptive reuse, 21-28
Additive, in paint, 10-1
Adhesive
film for sign, 13-5
for brass fastening, 7-11
sustainability, 21-12
AFCI. See "Arc-fault circuit interrupter"
Agrifiber products, 3-12, 21-11
AHJ. See "Authority having jurisdiction"
AI. See "Articulation index"
Air
admittance valve, 16-22
diffuser, 16-7, 16-8
distribution methods, 16-7
supply, 16-7, 16-8
Alarm, 18-13
Aldehyde, 21-5, 21-20
Alkali-silica reaction (ASR), 9-11

PPI • www.ppi2pass.com

I-1
Alkalinity, testing for, 9-10
Alkyd resin, 10-2
All
-air mechanical system, 16-1, 16-2
glass entrance system, 3-31
glass glazing system, 5-18
-water mechanical system, 16-2, 16-3
Allowable area, 19-16, 19-17
Alloy. See also type
copper, 7-5, 7-8, 7-9
numbering system, 7-2
stainless steel, 7-2
Aluminum
door and frame, 3-27
glass framing, 5-13, 5-14
ornamental metal, 7-12, 7-13
sign, 13-5
Ambrosia veneer, 6-13
Ambulatory toilet stall, 18-7
American
Plywood Association (APA), 6-4
Society for Testing and Materials. See "ASTM International"
American National Standards Institute
See "American Society of Heating, Refrigerating and Air-Conditioning Engineers (ASHRAE)"
American National Standards Institute (ANSI)
as standards-writing organization, 19-4
standards for acoustics, 11-4
standards for closing devices, 4-14
standards for door protection, 4-17
standards for glass doors, 3-31
standards for glazing, 5-3
standards for hinges and pivots, 4-8
standards for laminates and panel materials, 6-32
standards for lockset functions, 4-11, A-1
standards for miscellaneous hardware, 4-20
standards for operating devices and locks, 4-10
standards for steel doors and frames, 3-26
standards for tile, 8-11
standards for wood doors and frames, 3-19
standards for wood flooring, 8-6
American Society of Heating, Refrigerating and Air-Conditioning Engineers (ASHRAE)
Standard 62.1, 21-23, 21-25
Standard 62.2, 21-25
Standard 90.1, 16-17, 21-18, 21-19, 21-29
standards for indoor air quality, 21-24
standards for sustainability, 21-29
Americans with Disabilities Act. See also "Accessibility"
as a federal law, 19-2
auditorium, 15-12
handrail, 12-13
signage, 13-4, 13-5, 13-7
Americans with Disabilities Act and Architectural Barriers Act
Accessibility Guidelines (ADA/ABA Guidelines, formerly ADAAG), 18-1, 18-2
Annealed glass, 5-1
Anodized color standards, 7-15
ANSI. See "American National Standards Institute"
Antigraffiti coating, 10-2
Antireflective glass, 5-10
Anti-static flooring, 9-14
Arc-fault circuit interrupter (AFCI), 16-6
Architect registration examination (ARE), 23-11
registration, 23-13
Architectural and Transportation Barriers Compliance Board, 18-2
Anodizers Council (AAC), 7-15
mesh, 7-19
Woodwork Manufacturers Association of Canada, 6-1
Architectural woodwork, 6-1. See also "Architectural Woodwork Institute," "Architectural Woodwork Manufacturers Association of Canada"
AWI door designation, 6-40
AWI finish system, 6-45
blocking, 6-18
building code requirements, 6-37
built-up construction, 6-8
cabinet construction, 6-15, 6-19
cabinets, 6-14
composite wood veneer, 6-10, 21-12
coordination, 6-22
countertop, 6-16
curved paneling, 6-25
custom assembly, 6-20
detailing considerations, 6-35
door, 6-39
drawer and door front construction, 6-16
ecological concerns, 6-10
finish, 6-42, 6-45
fire rating, 6-37
flush panel construction, 6-24
for security area, 14-10, 14-11
grading of lumber, 6-7
grading of veneer, 6-14
hardwood species comparison, 6-6
installation, 6-44
joint, 6-14
laminate, 6-32
lumber cutting methods, 6-5
lumber sources, 6-5
moisture content, 6-9
molding, 6-4, 6-5
paneling, 6-25
standards for glass doors, 3-31
standards for glazing, 5-3
standards for gypsum wallboard, 1-26
standards for indoor air quality, 21-24
standards for laminates, 6-32
standards for operating devices and locks, 4-10
standards for paints and coatings, 10-3
standards for panel materials, 6-32
standards for plaster partitions, 1-32
standards for radon, 21-27
standards for resilient floor covering, 9-12
standards for security glazing and doors, 14-9
standards for steel doors and frame, 3-26
standards for stone, 10-16
standards for sustainability, 21-29
standards for tandem girders, 17-3
standards for terrazzo, 8-18
standards for terrazzo floors, 8-18
standards for tile, 1-14
standards for vinyl wallcovering, 10-9

Audiovisual

digital display, 15-1
digital projector, 15-2
equipment requirements, 15-14
front projection, 15-4
planning guidelines, 15-4
planning guidelines, example, 15-8
projection screen, 15-3
rear projection, 15-7, 15-9, 15-11
room planning, 15-4
seating, 15-8
system, 15-1
teleconferencing, 15-14
video monitor and receiver, 15-12
viewing distance, 15-6

Auditorium, code requirements, 15-12
Authority having jurisdiction (AHJ), 19-2
Automatic
closing, 20-15
closing device, 4-12
door, 18-3
door bottom, 4-15
flush bolt, 4-17

AWI. See "Architectural Woodwork Institute"

Standards, 6-1, 6-2, 6-7, 6-44

Axminster carpet, 9-4

B

Backbend, 3-24
Backer board, 10-18
Background sound, 11-14
control, 11-14
Backin sheet laminate, 6-34
Bagasse, 3-11, 21-12
Balance matching, 6-29
Balanced door, 3-1
Ballast, 16-13
Ballistic armor, 14-7
threat level, 14-5
Baluster, 12-10
Bamboo flooring, 8-3, 21-10
Barrier-free design. See "Accessibility"
Bathtub, accessible, 18-8
Beam, 17-2
-and-girder system, 17-2, 17-3, 17-4
Bearing wall, 17-6
Benedict nickel. See "Monel metal"
Bent glass, 5-9
Bent glass, 5-9
Beveled glass, 5-4
BIFMA International, 21-4
BIFMA e3, Furniture Sustainability Standard, 21-5
Binder (in paint), 10-1
Biobased products, 21-29
Biological contaminant, 21-21
Biometric security device, 14-6
Bioplastics, 21-13
Bird's-eye veneer, 6-13
Blind door detail, 3-18
Blistered veneer, 6-13
Block flooring, 8-1, 8-2
Blocking, 6-18
Blue Angel Program, 21-5
Blueboard, 1-29
Blueprint matching, 6-32, 6-39
BOCA National Building Code, 19-2
Bonded
core door, 3-12
terrazzo, 8-18
urethane, 9-6
Book matching, 6-27, 6-29
Bored lock, 4-10
Bow tolerance for tempered glass, 5-2
Brass, 7-5
and bronze for sign, 13-5
detailing, 7-9
fastening, 7-11
finish, 7-8, 7-9
sheet stock, 7-10
standard forms, 7-7, 7-10
standard sizes, 7-10
types and uses, 7-5
Brazing, 7-11
BRE (Building Research Establishment), 21-4
BREEAM (Building Research Establishment Environmental Assessment Method), 21-4
BRI. See "Building-related illness"

Brick, 17-5
Bronze. See "Brass"
Brown coat, 1-30
Brownfield site, 22-6
Builders Hardware Manufacturers Association (BHMA), 4-11
Building. See also "Building code," "Building Materials Directory," "Building Research Establishment"
INTERIOR CONSTRUCTION & DETAILING

occupancy, 19-14
occupancy group, 19-14
occupancy groups summary, 19-15
occupancy, mixed, 19-14
occupancy separation, 19-16
occupant load, 20-2, 20-3
opening, fire-protection rating, 19-11
opening in corridor, 20-9
opening, protective, 19-8
plaster, 1-30
plenum, 16-5
plumbing system, 19-21
residential exiting, 20-14, 20-15
security door, 14-8
separation of exits, 20-6
signage, 13-4
smoke barrier, 19-8
smoke barrier, 19-8
sound rating, 19-21
spiral stairs, 7-20, 7-21
stairs, 12-3, 12-6, 12-7, 12-12, 12-13
stairway, 20-12
stone veneer, 6-13
stairwell, protective, 19-8
stock, 1-30
strike, 4-2
support, 4-2
surface, 4-2
sustainability, 21-12
sustainability, 21-14
tile, 9-7
tile, coordination, 8-15, 8-18
tile, installation detail, 8-12, 8-14
tile, joint, 8-14, 8-16
tile, mortar for, 8-17
tile, mosaic, 8-11
tile, safety factors, 8-12
tile, sizes and forms, 8-12
tile, sustainability, 21-14
tile, wall finish, 10-18
tile, wall finish, 10-18
tile, coordination, 8-15, 8-18
tile, installation detail, 8-12, 8-14
tile, joint, 8-14, 8-16
tile, mortar for, 8-17
tile, mosaic, 8-11
tile, safety factors, 8-12
tile, sizes and forms, 8-12
tile, sustainability, 21-14
tile, wall finish, 10-18
tile, coordination, 8-15, 8-18
tile, installation detail, 8-12, 8-14
tile, joint, 8-14, 8-16
tile, mortar for, 8-17
tile, mosaic, 8-11
tile, safety factors, 8-12
tile, sizes and forms, 8-12
tile, sustainability, 21-14
tile, wall finish, 10-18
tile, coordination, 8-15, 8-18
tile, installation detail, 8-12, 8-14
tile, joint, 8-14, 8-16
tile, mortar for, 8-17
tile, mosaic, 8-11
tile, safety factors, 8-12
tile, sizes and forms, 8-12
tile, sustainability, 21-14
tile, wall finish, 10-18
tile, coordination, 8-15, 8-18
tile, installation detail, 8-12, 8-14
tile, joint, 8-14, 8-16
tile, mortar for, 8-17
tile, mosaic, 8-11
tile, safety factors, 8-12
tile, sizes and forms, 8-12
tile, sustainability, 21-14
tile, wall finish, 10-18
tile, coordination, 8-15, 8-18
tile, installation detail, 8-12, 8-14
tile, joint, 8-14, 8-16
tile, mortar for, 8-17
tile, mosaic, 8-11
tile, safety factors, 8-12
tile, sizes and forms, 8-12
tile, sustainability, 21-14
tile, wall finish, 10-18

California Technical Bulletin (tests and standards), CA TB
116, 19-23
117, 19-23
133, 19-23
Came (in stained glass), 5-5
Canada
Green Building Council, 21-3
National Building Code, 19-2
Capacitance proximity detector, 14-4
Card reader, 4-21
Carpet. See also "Carpet and Rug Institute"
accessibility requirements, 18-10
and indoor air quality, 21-14
backing and cushioning, 9-6, 9-7, 21-14
coordination, 9-7
disposal, 21-14
fiber, 9-1
fiber comparison, 9-2
flammability, 9-4
forms, 9-1
fusion bonding, 9-4
Green Label Plus program, 21-5
installation, 9-6
manufacturing process, 9-3, 9-6
needle punching, 9-4
properties, 9-4
standards, 9-8
sustainability, 21-12
tile, 9-7
tile, sustainability, 21-14
tufting, 9-4
weaving, 9-3, 9-4
yarn density, 9-5
yarn weight, 9-5
Carpet and Rug Institute (CRI)
Green Label Plus carpet testing program, 21-5
standards for carpet, 9-8
standards for indoor air quality, 21-14
Carriage, 12-9
Cast
glass, 5-6
-in-place concrete, 17-2
iron, 7-18
stone, 10-13
Casting metal, 7-7
Catalyzed vinyl, 6-45
Cathedral glass, 5-5
Cathode ray tube (CRT), 15-1, 15-12
Ceiling. See also "Acoustical ceiling"
abuse-resistant, 2-21
acoustical, 2-1
building code requirements, 2-15
classification, 2-1
gypsum wallboard, 2-13
integrated, 2-20
linear metal, 2-19
metal strip, 2-3
plaster, 2-17
suspended metal, 2-21
suspended wood, 2-21
sustainability, 21-17
with demountable partition, 1-39
wood grid, 2-3
Ceilings and Interior Systems
Construction Association (CISCA), 2-14
standards for acoustics, 11-4
Center
-hung door, 3-18
-hung pivot, 4-6, 4-7
matching, 6-29
Ceramic
glazing, 5-7
metal halide (CMH) lamp, 16-14
mosaic tile, 8-11
tile, 8-11
tile, coordination, 8-15, 8-18
tile, installation detail, 8-12, 8-14
tile, joint, 8-14, 8-16
tile, mortar for, 8-17
tile, mosaic, 8-11
tile, safety factors, 8-12
tile, sizes and forms, 8-12
tile, sustainability, 21-14
tile, wall finish, 10-18
Certified wood products, 21-12
CFR. See "Code of Federal Regulations"
Change key, 4-17
Chase, 16-3
carpet, 1-19, 1-20
Chemical
contaminant, 21-20
conversion coating, 7-9
Fabrics and Films Association (CFFA), standards for vinyl wallcovering, 10-9
finish, 7-8, 7-9
-resistant laminate, 6-34
CHPS. See "Collaborative for High Performance Schools"
Circuit protection, 16-6
Circuiting of lights, 16-16
Circular stairs, 12-3, 12-4
CISCA. See "Ceilings and Interior Systems Construction Association"
Classified label (UL), 19-5
Clay tile, 1-34
Clean Air Act (CAA) of 1970, 21-16, 21-24, 21-25, 21-26
1972, 10-4
Cleavage membrane, 8-14
Closer
door, 4-12
finish, 4-13
for accessibility, 18-2
for glass door, 3-30
grades, 4-13
Directional signage, 13-2, 13-9
Displacement ventilation, 21-18
Display, digital, 15-1, 15-2
resolution, 15-6
Disposal of
building materials, 21-29
materials, 21-8
Divider strip (for terrazzo), 8-18
DLP. See "Digital light processing"
DMD. See "Digital micromirror device"
Door. See also "Door and Hardware Institute," "Door frame;" "Hardware"
access, 16-5
access control, 20-12
accessible, 18-2, 18-4
accordion, 3-32, 3-33
double-acting, 3-1
detailing procedure, 3-1
detailing considerations, 3-8
delayed-egress lock, 20-12
custom steel assembly, 3-25, 3-27
core types, 3-11
classification by operation, 3-2
classification by material, 3-5
classification by function, 3-7
classification, 3-1
bumper, 4-19
building code requirements, 20-10
bumper, 4-19
classification, 3-1
classification by function, 3-7
classification by material, 3-5
classification by operation, 3-2
clearance of wood, 3-14
comparison of types, 3-3
components, 3-5
closed, 4-8
coordination of wood, 3-19
core types, 3-11
custom steel assembly, 3-25, 3-27
delayed-egress lock, 20-12
detailing considerations, 3-8
detailing procedure, 3-1
double-acting, 3-1
Dutch, 3-13
electrostatic shield, 3-12
fire-rated, 3-7, 3-11
fire-resistive rating
requirements, 20-11
flush, 3-12
folding, 3-2
frame. See "Door frame"
French, 3-13
glass, 3-13
glazing in, 20-12
handing, 3-4, 3-4
handle, 20-12
handle, accessible, 18-11
holder, 4-20
hollow core, 3-11
hollow metal, 3-4, 3-20
kalamein, 4-3
labeled, 3-10, 3-14
lead-lined, 3-12
listed, 3-10
louvered, 3-13
materials, 3-4
metal, 3-31
mineral core, 3-11
minimum code sizes, 20-10
movable wall, 3-4
opening force, 18-3
overhead, 3-4, 20-10
panel, 3-13
particleboard core, 3-11
pocket, 3-8
positive-pressure fire testing, 3-9,
3-10, 4-15
power-assisted, 18-3
protection, 4-19
revolving, 20-10, 20-12
sash, 3-13
stamped, 4-14
security, 14-8
sizes, 3-7
sizes, steel, 3-24
sizes, wood, 3-14, 3-15
sliding, 4-8
sound control, 11-12, 11-16
sound-retardant, 3-12
sound transmission loss data, 11-21
stainless steel, 3-32
standards for wood, 3-15
standard steel assembly, 3-24
staved core, 3-11
steel, 3-4, 3-21
steel door and frame gage, 3-22
steel door and frame standards, 3-26
steel door and frame thickness, 3-21
steel door frame, 3-9, 3-21.
See also "Door frame"
steel door sizes, 3-21,
3-23
stop, 4-19
structural composite lumber core, 3-11
swinging, 3-1
terms, 3-6
types, 3-3
undercut, 3-6, 3-10
veneer, 3-12
wood, 3-12
wood door core types, 3-11
wood door frame, 3-9, 3-15, 3-19
wood door sizes, 3-14, 3-15
Door and Hardware Institute
(DHI), 3-26
steel door and frame standards, 3-26
Door frame
and hinge setting dimensions, 3-17
silencer, 4-19
steel, 3-9, 3-21
steel, standards, 3-26
substrate conditions, 3-7
Double
-acting door, 3-1
glue-down carpet installation, 9-7
tee structural member, 17-4
dovetail dado joint, 6-14
downward accessible concealed spline
ceiling, 2-4
draft-control door assembly, 3-9
drainage piping, 16-20
drapery
ceiling pocket for, 2-13
code requirements, 19-12
fire test for, 19-6
drawing abbreviations, C-1
drinking fountain, accessible, 18-8
drop method. See "Strip method"
dry
film thickness, 10-2
-set mortar, 10-18
drywall. See "Gypsum wallboard"
durability, materials, 21-11
dutch door, 3-13
dvd, 15-10
dynamic load, 17-7
earthquake
design of ceiling, 2-7
load, 17-7
zone, 2-9
ecolabeling, 21-6
efficiency, energy, 21-11, 21-17
egress. See also "Exit"
control device, 13-4
system, 20-1, 20-2
electric. See also "Electrical;"
"Electricity;" "Electronic"
bolt, 4-21, 14-6
hinge, 4-3
latch, 4-21, 14-6
lock, 4-21, 14-6
strike, 14-6
electrical. See also "Electric;"
"Electricity;" "Electronic"
box, 1-18, 1-22, 11-19, 16-8
conductor types, 16-8
conduit types and sizes, 16-10
ground fault interrupter, 16-6, 16-9
grounding, 16-6
impedance test, 8-7
junction box, 16-9
metallic tubing (EMT), 16-10
outlet spacing, 16-9
surface-mounted metal raceway, 16-9
system, code requirements, 19-19
under-carpet wiring, 16-9
electricity. See also "Electric;"
"Electrical;" "Electronic"
use, efficiency, 21-17
electrochromic glass, 5-9
electromagnetic shielding glass, 5-11
electronic. See also "Electric;"
"Electronic;" "Electricity"
distance measurement (EDM), 22-5

INTERIOR CONSTRUCTION & DETAILING
PPI • www.ppi2pass.com
INDEX

PPI • www.ppi2pass.com

I-7

hardware, 4-19, 4-20, 14-3
lock, 14-4, 14-6
surveillance security, 14-4

Electrostatic
discharge (ESD), 9-14
shield door, 3-12

Elevator, accessibility, 18-16

Embodied energy, 21-10, 21-30

Emergency
escape and rescue window, 20-15
lighting, 16-12

EMT. See "Electrical metallic tubing"

End
-glued lumber, 6-5
grain block, 8-2

Energy
efficiency, 21-11, 21-17
embodied, 21-10, 21-30
Program, 20-16, 21-3

Engineered flooring, 8-2
Grinding, 6-2

Engraving stock, 6-35

Environmental, 1-18
Claims Certification program, 21-7
considerations. See also "Sustainability"
considerations, alternative structural
wood products, 17-12
considerations, architectural
woodwork, 6-10, 21-12
considerations, composite stone
flooring, 8-22
considerations, cork flooring, 9-10
considerations, gypsum wallboard,
1-25, 1-28, 21-16
considerations, paint, 10-3, 21-16
considerations, wood flooring, 8-3
product declarations (EPD), 21-9

Protection Agency, California, 21-22
Protection Agency, U.S. (EPA), 10-4,
21-3, 21-5, 21-7, 21-25
tobacco smoke (ETS), 21-20

EPA (U.S. Environmental Protection
Agency), 10-4, 21-3, 21-5, 21-7, 21-25

EPACT (Energy Policy Act
of 1992), 16-13

Epoxy
paint, 10-2
terrazzo, 9-14

Etched glass, 5-4, 5-5
lighting, 5-5

ETL Semko, 19-5

ETS. See "Environmental tobacco
smoke"

Eutrophication, 21-9

Evacuation assistance space, 12-3

Examination
architect registration, 23-11
Interior Design Fundamentals
(IDFX), 23-2
Interior Design Professional
(IDPX), 23-3

NCIDQ, 23-1
Exit, 20-2. See also "Building code;"
“Egress”
access, 20-1, 20-2
access travel distance, 20-5
area of refuge, 20-15
common path of egress travel, 20-5
corridor, 20-7, 20-16
corridor construction, 20-8
corridor continuity, 20-9
corridor fire-resistance rating, 20-9
corridor width, 20-8
court, 20-16
dead end, 20-10
device, 4-11
discharge, 20-2
door, 20-10, 20-11
door, fire-resistance rating,
20-11, 20-12
door sizes, 20-10
door swing, 20-10, 20-11
enclosure, 20-16
escape and rescue window, 20-15
exceptions to two-exit
requirement, 20-4
fire-door assembly, 20-16
glass in door, 20-12
horizontal, 20-16
maximum travel distance, 20-5
means of egress, 20-1
minimum width, 20-7
number of exits required, 20-4, 20-5
occupant load, 20-2, 20-3
occupant load factor, 20-3
openings in corridor, 20-9
passageway, 20-16
public way, 20-1
residential, 20-14, 20-15
separation of exits, 20-6
signage, 13-2, 13-4, 13-11
stairway, 20-13, 20-16
through intervening space, 20-7
width, 20-7, 20-8

Expansion joint, 8-15. See also "Control
joint"
cover, 17-8

Extrusion, 7-7

F

Fabric
stretch wall system, 10-11
wallcovering, 10-10
-wrapped panel, 6-41. See also "Upholstered walls"

Face, steel door frame, 3-24

Fair Housing Act, 18-2

Fastening, brass, 7-11, 7-12

Faucet, accessible, 18-8

Felt, carpet cushioning, 9-6

Fiberglass-reinforced gypsum.
See "Glass-reinforced gypsum"

Fiber-reinforced polyester for sign, 13-5

Figured glass, 5-4

Fin-tube radiator, 16-2

Finger joint, 6-14

Finish
architectural woodwork, 6-44, 6-45
brass, 7-8, 7-9
building code requirements, 19-8
building code requirements for
woodwork, 6-37
carpeting, 6-1
ceramic tile wall, 10-18
coat, plaster, 1-30
copper alloy, 7-14
elevator cab, 7-19
for sound absorption, 11-10, 11-11
gypsum wallboard, 1-13
hardware, 4-23
site-fabricated stretch system, 10-11
stainless steel, 7-4, 7-5
stone, 10-13
stone flooring, 8-21
sustainability, 21-13
upholstered wall, 10-11
wood flooring, 8-3, 8-6

Fire. See also "Fire Resistance Design
Manual"

assembly, 19-23
barrier, 19-8
damper, 16-2, 19-8, 20-9
detection and suppression,
19-16, 19-19
-door assembly, 3-9, 20-16
exit hardware, 20-16
partition, 19-8
protection, 16-22
protection, investigation, 22-3
protection-rated glazing, 19-19
protection rating, 19-24
protection system, 19-20
-rated door, 3-9, 3-10
-rated door seal, 3-10
-rated glazing, 5-4, 5-6, 19-24
-rated gypsum wallboard, 1-3, 1-16
-rated laminate, 6-34
-rated woodwork, 6-37
rating, 19-21
resistance, 19-23
resistance-rated glazing, 19-19
resistance rating, 19-24
-resistant assembly rating, 17-9
-resistant construction, 19-24
-resistant standards, 19-7
-resistant standards for construction
assembly, 19-8
retardant, 19-24
shutter, 20-9
wall, 19-9

Fire Resistance Design Manual, 1-13
Flagstone, 8-21
Flame
  resistance, 19-23
  retardant, 19-24
spread, 19-10, 19-12, 19-23
spread index, 19-24
spread rating, 6-38
Flammability
  of carpet, 9-4
tests for furniture, 19-23
Flammable, 19-24
Flashed glass, 5-5
Flat
  plate construction, 17-3, 17-4
  rib metal lath, 1-29
  slab construction, 17-4
Flex cable, 16-9
Flitch, 6-13
Float glass, 5-1
Floating floor, 8-10
Floor. See also “Flooring;” “FloorScore”
  access, 6-35, 8-24, 16-4
  anti-static, 9-14
  building code requirements, 19-10
  conductive, 9-14
  engineered, 8-2
  laminate, 6-35
  prefinished, 8-2, 8-6
  preparation of substrate, 9-10
  radiant panel test, 9-6
  resilient, 9-8
  sustainability, 21-17
  testing concrete substrates, 8-6
FloorScore, 21-5
Flue-gas desulfurization, 1-28, 21-16
Fluorescent lamp, 16-12
Flush
  bolt, 4-17
  construction, cabinet, 6-16
  overlay construction, cabinet, 6-16
  panel construction, 6-24
  wood door, 3-12, 3-13
Foam rubber, 9-7
Foil-backed gypsum wallboard, 1-5
Folding door, 3-2
Forest
  Conservation program, 21-13
  Stewardship Council (FSC), 21-5, 21-10
Formaldehyde, 6-33, 21-12, 21-17, 21-20, 21-21, 21-26
  -free MDF, 21-12, 21-17
  phenol-, 21-12, 21-15
  urea-, 21-12, 21-15
Four-way switch, 16-16
Frame. See also “Door;” “Door frame;” “Framing”
  fire door, 3-10
  glass, 5-11
  steel door, 3-9, 3-21
  wood door, 3-9, 3-15, 3-16, 3-17, 3-18, 3-19
Frameless glazing, 5-11
Framing. See also “Frame”
  fire-resistance rated, 5-7
  glass clearance, 5-14
  gypsum wallboard, 1-5
  metal, 1-6
  vertical shaft, 1-12
  wood, 1-6
French door, 3-13
Frequency of sound, 11-1
Fresco, 1-28
Front projection, audiovisual system, 15-4
FSC. See “Forest Stewardship Council”
Full mortar bed installation
  ceramic floor tile, 8-13, 8-14
  ceramic wall tile, 10-18
  stone flooring, 8-23
Full surface hinge, 4-3
Fusion bonding, 9-4
Gage
  brass sheet stock, 7-10
  carpet, 9-4
  comparative metal, 7-6
  spelling, 7-6
  stainless steel, 7-7
Galvanic
  action, 7-5, 7-21
  series, 7-22
Gel-filled glass, 5-7
General purpose laminate, 6-33
Germany, Blue Angel Program, 21-5
GFI. See “Ground fault interrupter”
Girder, 17-2
Glass. See also “Glazing”
  all-glass system, 5-18
  aluminum framing, 5-12
  annealed, 5-1
  antireflective, 5-10
  bent, 5-9
  beveled, 5-4
  block, building code requirements, 1-35
  block, coordination, 1-34
  block, curved partition, 1-36
  block, fire rating, 1-34
  block, flooring, 1-34
  block, framing, 1-34
  block, maximum panel sizes, 1-35
  block, partition construction, 1-38, 1-38
  break detector, 14-3
  building code requirements, 5-7, 19-16, 19-17
  butt-joint, 5-19
  cast, 5-6
  cathedral, 5-5
  ceramic, 5-7
  -clad polycarbonate, 14-10
  crackle, 5-5
  decorative, 5-4
  decorative laminated, 5-9
  dichroic, 5-6
  door, 3-13
  door, building code requirements, 3-30
  door, closer, 3-31
  door, components, 3-28, 3-30
  door, coordination, 3-30
  door, custom assembly, 3-30
  door, fittings, 3-30
  door, hardware, 3-32
  door, installation, 3-29
  door, part of frameless glazing system, 3-30
  door, standard assembly, 3-28
  electrochromic, 5-9
  electromagnetic shielding, 5-11
  etched, 5-4
  -fiber-reinforced gypsum (GFRG), 1-33
  figured, 5-4
  fire-rated, 5-6
  flashed, 5-5
  float, 5-1
  frameless, 5-16, 5-17
  framing for, 5-13
  gel-filled, 5-7
  hand-blown, 5-5
  heat-strengthened, 5-1
  in fire-resistance-rated partition, 19-8, 19-9
  in partition, 19-19
  kiln-formed, 5-6
  laminated, 5-2, 5-5
  LED embedded, 5-10
  low-iron, 5-10
  mesh mortar unit, 1-3, 10-18
  mirrored, 5-4
  opalescent, 5-6
  painted, 5-6
  patterned, 5-4
  photochromic, 5-10
  -reinforced gypsum (GRG), 1-33
  stained, 5-5
  sound transmission loss data, 11-21
steel framing, 5-11
suspended particle device (SPD), 5-9
tempered, 5-1, 5-2
thermochromic, 5-10
thickness, 5-1, 5-2
window covering, 5-22
wired, 5-4
wood framing for, 5-11
Glazing. See also "Glass"
building code requirements, 5-7, 19-16, 19-17
compound, 5-11
coordination, 5-21
electrochromic, 5-9
fire-rated, 5-6, 19-24
frameless, 5-11
framing, 5-11
in corridor, 20-9
in fire-rated door, 20-12
polymer-dispersed liquid crystal film, 5-10
safety, 5-1, 5-20, 5-21
security, 14-8
Gloss of paint, 10-3
Glueless T&G floors, 8-10
Granite, 8-21
Grand master key, 4-17
Grading rules for finish carpentry, 6-37
lumber, 6-5, 6-7
Grading for finish carpentry, 6-23, 6-24
Hard-puff intumescent, 4-15
Hardware
accessible, 18-9, 18-11, 18-13
for stairs, 12-3, 12-4, 12-5, 12-6, 12-7, 12-12
in corridor, 20-9
Handicapped access. See "Accessibility"
Handing of door, 3-4
Handrail
accessible, 18-9, 18-11, 18-13
for stairs, 12-3, 12-4, 12-5, 12-6, 12-7, 12-12
in corridor, 20-9
Hardboard, 6-33
Hard-puff intumescent, 4-15
Halon, 19-20
Hanging of door, 3-4
Handblown glass, 5-5
Handicapped access. See "Accessibility"
Handing of door, 3-4
Handrail
access, 18-9, 18-11, 18-13
for stairs, 12-3, 12-4, 12-5, 12-6, 12-7, 12-12
in corridor, 20-9
Hardboard, 6-33
Hard-puff intumescent, 4-15
Hardware
accessible, 4-24, 18-2
ANSI designations, 4-8, 4-11
astragal, 4-19
cabinet, 6-20
card reader, 4-21
closer, 4-11
coordinator, 4-24
coordinator, 4-19
deadbolt, 4-17
delayed-exit device, 4-22
door holder, 4-20
door seal, 4-14
door stop or bumper, 4-19
electronic, 4-20
electronic bolt, 4-21, 14-6
electronic hinge, 4-3
electronic lock, 4-21, 14-4, 14-6
electronic strike, 14-6
exit device, 4-11
finish, 4-23
finishes, comparing, 4-22
flush bolt, 4-17
glass door, 3-30
hinge, 4-1
keying, 4-17
keypad device, 4-21
latch, 4-8
lock functions, 4-11, 4-11
lockset, 4-8, 4-14
magnetic hold-open device, 4-22
materials, 4-22
metal for, 4-24
miscellaneous, 4-19, 4-20
mounting height, 4-25
panic hardware, 4-11, 20-16
pivot, 4-6, 4-13
power-assisted opener, 4-11
PPI • www.ppi2pass.com

INDEX
protective covering for door, 4-20
pull, 4-11
push plate, 4-11
schedule, 4-25, 4-26
security, 4-10
selection, 4-1
silencer, 4-19
threshold, 4-16, 4-19, 18-3
Hardwood, 6-5
Plywood and Veneer Association (HPVA), 6-4
Hat channel. See "Metal furring"
Hazard classification for fire protection, 16-22
Hazardous location, 5-21
materials, mitigation, 21-26
HDTV, 15-12
Header, 17-10, 17-14
Heating, ventilating, and air conditioning (HVAC)
access to, 16-5
acoustic control, 16-7
air supply, 16-7, 16-8
chase, 16-3
coordination with ceiling items, 16-5
information required for ceiling design, 16-3
plenum requirements, 16-5
space for ducts, pipes, and mixing boxes, 16-3, 16-5
space planning and furniture placement, 16-6
thermostat, 16-5
types of systems, 16-1
window covering, 16-6
Heat-strengthened glass, 5-1
Helmholtz resonator, 11-9
Hertz, 11-2
High
-intensity discharge lamp, 16-13
-pressure decorative laminate, 6-32.
See also "Laminate"
-pressure sodium vapor lamp, 16-14
-rise building, 17-2, 17-6
-velocity dual duct mechanical system, 16-2
Hinge, 4-1
finish, 4-23
mortise, 4-2
selecting, 4-4
setting dimensions, 3-17
sizes, 4-4
sizing, 4-5
special, 4-3
tip design, 4-6
types, 4-2
Hold-open closer, 4-13
Hollow
core door, 3-11
metal door, 3-4, 3-25. See also "Steel doors and frames"
metal glass framing, 5-11, 5-15
Horizontal exit, 20-16
H.P. White Laboratory, 14-5
HPDL. See "High-pressure decorative laminate;" "Laminate"
HPS lamp, 16-14
HVAC. See "Heating, ventilating, and air conditioning"
Hydrophilic fabric, 10-12
Hydrophobic fabric, 10-12
Hygrometer test, 8-7
Hz. See "Hertz"
I
Identification signage, 13-2, 13-9, 13-11
IDEX California, 23-8
Domain I, 23-9
Domain II, 23-9
Domain III, 23-9
registration, 23-10
IDEX, 23-2
IDPX, 23-3
IIC. See “Impact insulation class”
I-joist, 17-12
Illuminated sign, 13-8, 13-9
IMC. See “Intermediate metal conduit”
Impact
assessment, 21-8
insulation class, 11-22
load, 17-7
Improvement analysis, 21-8
Incandescent lamp, 16-11
Incandescence lamp, 16-11
Incidental accessory occupancy, 19-16
Indoor air contaminants, 21-20
Indoor air quality, 21-5, 21-19
carpet, 21-13
causes of poor, 21-22
maintaining, 21-22
occupant activity, 21-23
standards, 21-24
symptoms of poor, 21-22
ventilation for, 21-24
Industry trade group, as standards-writing organization, 19-4
Informational signage, 13-2, 13-9
Infared detector, 14-3
Infrared detector, 14-3
Institute for Market Transformation to Sustainability (MTS), 21-6
Integrated ceiling, 2-20
Interconnected locks, 4-10
Interior
Design Fundamentals exam (IDFX), 23-2
design licensure, 23-1
Design Professional exam (IDPX), 23-3
Intermediate metal conduit (IMC), 16-10
International Building Code (IBC). See “Building code”
Code Council, 19-2
Energy Conservation Code, 21-30
Fire Code, 19-3
Mechanical Code, 19-3
Plumbing Code, 19-3
Residential Code, 16-9
International Organization for Standardization (ISO), 21-6
ISO 14000, 21-6
ISO 14020 and 14024, 21-6
ISO 14025, 21-9, 21-10
ISO 14040, 21-6
International symbol for accessibility, 18-13
Intertek Testing Services, 19-5
Intrusion detection, 14-3
Intumescent material, 3-9
seal, 4-14, 4-15
Inventory analysis, 21-8
Invisible hinge, 4-3
Iron, 7-18
Island fixture venting, 16-21
ISO. See “International Organization for Standardization”
Italian tile, 8-16
J
James machine, 8-13
Janka hardness scale, 8-3, 8-5
Joint
architectural woodwork, 6-14
compound, 1-10
horizontal for stone, 10-17
sizes and spacing for ceramic tile, 8-16
slip, 1-17, 17-8
standard set stone, 10-16
tile, 8-14, 8-16
tuck, 10-11
Joist
concrete, 17-3
wood, 17-9
Junction box, 16-9
Jute, 9-6
K
Kalamein door, 4-3
Keene’s cement, 1-28
Kerfing, 6-25
Keying, 4-17, 4-19
Keypad device, 4-21
Kick plate, 4-20
Kicker plate, 12-9
Kiln-formed glass, 5-6
Kiosks, 13-2
Knock-down frame, 3-21
L
L bead trim, 1-10
Labeled door, 3-10, 3-14
Laboratory, testing, 19-4, 19-5
Lacquer, 6-43
Laminate
  backing sheet, 6-34
  cabinet liner, 6-34
  chemical-resistant, 6-34
  code requirements, 6-37
  colorthrough, 6-34
  detailing considerations, 6-35
  dimensional, 6-34
  engraving stock, 6-35
  finish, 6-33
  fire-rated, 6-34
  flooring, 6-35, 8-10
  general purpose, 6-33
  high-pressure decorative, 6-32
  metal-faced, 6-34
  natural wood, 6-34
  postforming, 6-33
  static-dissipative, 6-34
  substrate, 6-33
  tambour, 6-35
  thermoset decorative panel, 6-35
  thick, 6-34
Laminated
  block flooring, 8-1
  flooring standards, 8-6
  glass, 5-2, 5-5
  polycarbonate, 14-10
  veneer lumber (LVL), 17-12
Landing, 12-3, 12-6
Laser scanning, 22-6
Latchset, 4-8
  functions, 4-11, A-1, B-1
Lateral load, 17-7
Latex-Portland cement mortar, 10-18
Lath, 1-28
  and plaster construction, 1-28
Lavatory, accessible, 18-8
Lay-in acoustical ceiling, 2-1, 2-3
LC bead trim, 1-10
LC bead trim, 1-10
LCA. See “Life-cycle assessment”
LCD. See “Liquid crystal display”
LCOS. See “Liquid crystal on silicon”
Lear, 21-25
  -based paint, 10-3
  -lined door, 3-12
Leadership in Energy and Environmental Design (LEED), 21-1, 22-6
LED
  embedded glass, 5-10
  light, 16-14
LEED. See “Leadership in Energy and Environmental Design”
Licensure
  architecture, 23-11
  interior design, 23-1
Life
  -cycle assessment (LCA), 21-8
  cycle of building materials, 21-8
Life Safety Code, 16-12
Light
  -emitting diode light, 16-14
  seal, 4-14
  shelf, 16-19
Lighting
  ballast, 16-13
  cold-cathode, 16-14
  compact fluorescent lamp, 16-13
  control device, 16-16
  cove, 16-15
  custom fixture, 16-18
  daylighting, 16-18
  emergency, 16-12
  etched glass, 5-5
  fluorescent, 16-12
  high-intensity discharge, 16-13
  high-pressure sodium lamp, 16-14
  incandescent, 16-11
  LED, 16-14
  low-voltage, 16-11, 16-12
  metal halide lamp, 16-13
  neon, 16-14
  sources, 16-11
  switching, 16-16
  system types, 16-15
  tungsten halogen, 16-11
  Lime plaster, 1-30
  Lime plaster, 1-30
  Limestone, 8-21
Linear
  metal ceiling, 2-19
  slot diffuser, 16-7
Lintel, 17-6, 17-10, 17-14
Lipped overlay construction, cabinet, 6-16
Liquid
  crystal display (LCD), 15-2, 15-12
  in paint, 10-1
  on silicon (LCOS) projector, 15-3
  Listed (UL), 19-5
  Live load, 17-6
 LK bead trim, 1-11
  Load
    - dead, 17-6
    - dynamic, 17-7
    - gravity, 17-6
    - lateral, 17-7
    - live, 17-6
  Local materials, 21-11
  Lock
    - cylindrical, 4-10
    - functions, 4-11
    - miter joint, 6-14
  Lockblock, 3-11
  Lockset, 4-9, 4-14
  functions, 4-11, A-1, B-1
  Loudness
    - change in, 11-2
    - of sound, 11-2
  Louvered door, 3-13
  Low
    - iron glass, 5-10
    - pressure laminate, 6-35
  -voltage lamp, 16-12
  Lumber. See also “Architectural woodwork,” “Wood”
  cutting methods, 6-5, 6-7
  grading, 6-3
  sources, 6-5
  Luminaire, 16-11
  LVL. See “Laminated veneer lumber”
M
  Magnetic
    - contact, 14-3
    - hold-open device, 4-22
  Maintainability, materials, 21-11
  Majolica tile, 8-16
  Maneuvering clearance at door, 18-3
  Maple Flooring Manufacturers Association (MFMA), standards for wood flooring, 8-6
  Marble, 8-22
  groups, 8-21, 8-22
  Institute of America, 8-22
  Marezio, 1-28
  Masonry
    - security partition, 14-7
    - structural system, 17-5
  Master key, 4-17
  Mat test, 8-7
  Materials
    - agrifiber, 21-11
    - alternative sustainable, 21-14
    - biobased, 21-29
    - evaluating for sustainability, 21-8
    - hazardous, 21-26
    - life cycle, 21-8
    - renewable, 21-10
    - salvaged, 21-11
    - using local, 21-11
  Maximum travel distance, 20-5
  MBDC Cradle to Cradle (C2C), 21-7
  MCS. See “Multiple chemical sensitivity”
  MDF. See “Medium-density fiberboard”
  MDI. See “Methylene-diphenyl isocyanate”
  MDO. See “Medium density overlay”
  Measurement of existing building, 22-3
  Mechanical
    - finish, 7-8
    - investigation, 22-3
    - system, code requirements, 19-19
    - system, energy efficiency, 21-17
  Medium-density fiberboard (MDF), 6-33, 21-12
  overlay (MDO), 6-2
  Medullary ray, 6-13
  Melamine, 6-34
  Mercury vapor lamp, 16-13
  Metal. See also type
    - ceiling, suspended, 2-21
    - decking, 17-2, 17-9, 17-15
    - door, 3-31
    - faced laminate, 6-34
fire-rated glazing frame, 5-9
for hardware, 4-24
for sign, 13-5
furring, 1-9
gage, 7-6
halide lamp, 16-13
lath, 1-28
railing, 12-10
recycled, 21-10
sign, 13-8
stud, determining sizes required, 1-6
stud, dimpled, 1-6
stud, for gypsum wallboard partition, 1-6
stud, framing, 1-15
stud, maximum height, 1-8
stud, sizes, 1-5
stud, spacing, 1-6
Metallocene polyolefin, 21-13
Methenamine pill test, 9-4
Methylene-diphenyl isocyanate (MDI), 21-12
Mildew, 21-2
Milkweed. See "Architectural woodwork"
Mineral
core door, 3-11
fiberboard, 10-11

Minimum Design Loads for Buildings and Other Structures (ASCE 7), 2-10
Minimum number of exits, building code, 20-6
Mirror, 5-4, 18-8
Mirrored glass, 5-4
Miter joint, 6-14
Mixed occupancy, 19-16, 20-4
Mixing box, 16-3
Modacrylic, 9-3
Model building code, 19-2
Model Green Home Building Guidelines, 21-3
Model Green Home Building Code, 19-1
of Canada, 6-39, 19-2
National Council for Interior Design Qualification (NCIDQ) exam, 23-1
content areas, 23-2
registration, 23-6
National Electrical Code (NEC), 16-9, 16-10, 19-3
National Emission Standards for Hazardous Air Pollutants, (NESHAP), 21-26
National Fire Protection Association (NFPA)
as standards-writing organization, 19-4
NFPA 13 (standard), 19-20
NFPA 80 (standard), 20-12
NFPA 252 (standard), 19-6
NFPA 253 (standard), 19-7
NFPA 257 (standard), 19-6
NFPA 258 (standard), 19-7
NFPA 265 (standard), 19-7
NFPA 286 (standard), 19-7
NFPA 701 (standard), 19-7, 19-24
NFPA 5000 (building code), 19-3
standards for fire doors, 4-24
standards for floor covering, 9-8
standards for glazing, 5-3
Nationaly Recognized Testing Laboratory, 19-4
Natural wood laminate, 6-34
NCIDQ exam. See "National Council for Interior Design Qualification exam"
Neon lamp, 16-14
NESHAP. See "National Emission Standards for Hazardous Air Pollutants"
Net floor area, 20-3
NFPA. See "National Fire Protection Association"
NESC. See "Speech privacy noise isolation class"
NOFMA, The Wood Flooring Manufacturers Association as trade organization, 8-3, 8-6
standards for wood flooring, 8-6
Noise, 11-4
criteria curve, 11-8, 11-9
criteria curve, sound control, 11-8
reduction, 11-5
reduction coefficient (NRC), 11-10
reduction in a space, 11-11
Nonbonded core door, 3-12
Noncombustible, 19-22
Northeastern Lumber Manufacturers Association (NeLMA), 6-4
Nosing, 12-9, 12-11
NRC. See "Noise reduction coefficient"
Numbered keyboard, 14-6
Nylon, 9-1

Occupancy
accessory, 19-16
category, seismic, 2-8
classification, 19-14
groups, 19-12, 19-15
separation, 19-14, 19-16
Occupant load, 20-2, 20-3, 20-16
factor, 20-3, 20-4
sensor, 16-16
Offset pivot, 4-6, 4-8
Oil
canning, 7-9
paint, 10-2
wood finish, 6-43
Olefin, 9-3
One-way pan joists, 17-4
Opalescent glass, 5-6
Open
dimension, 22-5
-steel web joist, 17-2
Opening
assembly, 3-9
in corridors, 20-9
protective, 5-4, 19-10
protective rating, 19-11
Operable partition, 3-33, 3-34
suspension track, 3-36
Operating device, 4-8
Organic adhesive, 10-18
Orthophotography, 22-6
Outdoor air ventilation rate, 21-23
Outlet, required spacing, 16-9
Overhead
  closer, 4-14
  door, 3-4, 20-10

P
Padding, 9-6
Paint
  application, 10-2
  components of, 10-1
  coordination, 10-2
  environmental considerations, 10-3
  epoxy, 10-2
  gloss, 10-3
  lead-based, 10-3
  polyurethane, 10-2
  paint
  solvents, 10-2
  standards, 10-3
  sustainability, 21-16
  water-based, 10-2
Painted glass, 5-6
Paladian terrazzo, 8-18
Palm wood flooring, 8-3, 21-16
Panel.
  See also "Paneling"
  door, 3-13
  medium-density fiberboard, 6-35
  medium-density overlay, 6-2
  particleboard, 6-4
  plywood, 6-2
  veneer backing, 6-13
  veneer core, 6-33
  veneer matching, 6-29
Paneling, 6-24.
  See also "Panel"
Panasonic, 21-10
Panic hardware, 4-11, 20-16
Parquet flooring, 8-1, 8-2
Particleboard, 6-4
  core door, 3-11
  straw, 21-12
Partition.
  See also "Gypsum wallboard"
  acoustic, 1-18, 1-22
  anchoring, 1-24
  chase wall, 1-19, 1-20
  concrete block, 1-33
  demountable, 1-5, 1-36
  fire barrier, 19-8, 19-10
  fire-rated, 1-16
  fire wall, 19-10
  for sound control, 11-17
  glass block, 1-34
  glazed, 19-19
  gypboard, 1-1
  gypboard construction, 1-14
  gypboard wall types, 1-27
  height, metal stud, 1-8
  masonry, 1-33
  movable, 1-39
  operable, 3-33, 3-34
  plaster, 1-28
  residential, 1-14
  security, 14-7
  smoke barrier, 19-8
  structural clay tile, 1-34
  types of fire-resistance-rated, 19-8
  Passive stainless steel, 7-21
  Passivity of (stainless steel), 7-21
  Patina, 7-9
  Patterned glass, 5-4
  Pattern repeat, 10-4
  Paver tile, 8-11
  PCP. See "Polychlorinated biphenyl"
  Perforated metal, 7-19
  PET. See "Polyethylene terephthalate"
  pH level, testing for, 9-11
  Photocromatic glass, 5-10
  Photoflective glass, 5-10
  Photogrammetry, 22-6
  Photographic film for sign, 13-6
  Pigment, in paint, 10-1
  Pitch, 9-4
  of carpet, 9-3
  of roof, 17-13
  Pivot, 4-6
  closer, 4-13
  reinforced hinge, 4-3
  PLA. See "Polylactide acid"
  Plain
  sawing, 6-7
  slicing, 6-12
  Plank flooring, 8-1
  Plasma display, 15-1, 15-2
  Plastic
  abrasion resistance, 1-28
  building code provisions, 1-30
  ceiling, 2-17, 2-19
  composition of, 1-28
  coordination, 2-19
  decorative molding, 2-19
  lath for, 1-28
  lime, 1-30
  partition construction, 1-28, 1-30
  security partition, 14-7
  special effects, 1-28
  stud spacing for, 1-30, 1-31
  trim, 1-30
  veneer, 1-29
  Plastic
  for sign, 13-2, 13-3
  molding, 21-12
  recycled, 21-11
  sign, 13-6
  Platform framing, 17-11
  Plenum, 2-1, 2-13, 16-2, 16-5
  barrier, 11-22, 11-23
  sound control, 11-22, 11-23
  Plinth block, 6-28
  Plumbing
  code requirements, 19-19
  drainage system, 16-20
  fixture, 18-4
  investigation, 22-3
  locating fixture, 16-21
  supply system, 16-20
  sustainability, 21-17
  wet columns, 16-22
  Plywood, 6-2
  web joist, 17-12
  Poke-through electrical outlet, 17-8
  Polycarbonate
  for sign, 13-3, 13-5
  glazing, 14-9
  Polychlorinated biphenyl (PCB), 21-28
  Polyester, 6-43
  Polyurethane, 6-43
  Polyvinyl
  butyral, 5-2
  chloride in flooring, 21-15
  chloride (PVC) for signs, 13-5
  Pommele veneer, 6-13
  Portland cement, 1-28
  mortar, 8-14
  plaster, 2-17
  Positive-pressure fire testing, 3-9, 3-10, 4-15
  Post
  -consumer, 21-30
  -industrial, 21-30
  -tensioned concrete, 17-8
  -tensioned structure, 17-2
  Postforming laminate, 6-33
  Power
  -assisted door, 18-3
  -assisted opener, 4-11
  sound, 11-2
  Pre
  -consumer materials, 21-30
  -finished gypsum wallboard, 1-5
  Preassembled lock, 4-9
  Precast concrete, 17-4
  Pressure sensor, 14-3
  Products
  biobased, 21-29
  certification, 21-4
  evaluating for sustainability, 21-10
  life cycle, 21-6
  Programmable time-of-day
  controller, 16-16
  Program operator, 21-10
  Projection
  format, 15-2
  screen, 15-3, 15-4
  video, 15-2, 15-3
  Projector
INTERIOR CONSTRUCTION & DETAILING

digital, 15-2, 15-3, 15-4
digital light processing, 15-3
liquid crystal on silicon, 15-3
Proposition 65 (California Safe Drinking Water and Toxic Enforcement Act of 1986), 21-21, 21-25
Protection. See "Security"
Proruding object, accessibility, 18-12
Public way, 20-1
Pull, 4-11
Punched card access system, 14-6
Purlin, 17-14
Push plate, 4-11
PVC. See "Polyvinyl chloride"

Q
Quarry tile, 8-11
Quarter
basis of wood sizes, 6-8
sawing, 6-7
slicing, 6-12
Quartz surfacing, 6-42
Quilted pattern veneer, 6-13
Quirk miter joint, 10-15

R
Rabbit
joint, 6-14
steel door frame, 3-24
Radon, 21-27
Rail, 6-27, 6-28
Railing, glazing in, 5-20
Rainforest Alliance, 21-12
Raised
barrel hinge, 4-3
panel door, 3-14
Ramp, accessible, 18-10
Random
match, wallpaper, 10-5
matching, 6-29
Rear projection, audiovisual system, 15-4, 15-7, 15-9, 15-10, 15-11
Reclaimed wood, 21-12
Recommended Levels of Gypsum Board Finish, 1-13
Recovered materials, 21-30
Rectified photography, 22-5
Recycling, 21-28. See also "Reuse"
metal, 21-11
plastics, 21-11
recyclability, 21-29
recycled content, 21-10
wood, 21-12
Red stoneware, 8-16
Reflection of sound, 11-24
Reflector lamp, 16-11
Reflectorless electronic distance measurement (REDM), 22-5
Register, 16-2
Reinforcing tape, 1-11
Relative humidity test. See "Hygrometer test"
Relief joint, 1-17, 1-18, 1-19
Relocatable flooring, 8-2
Removable stop, 5-12
Renewable
materials, 21-10
product, 21-31
Repeat (of wallpaper), 10-5
Residential
celling construction, 2-1, 2-14
exiting, 20-14
flooring installation, 8-7, 8-9
heating, 16-2, 16-3
partition, 1-14
partition construction, 1-14
site investigation, 22-2
stair requirements, 20-13
stairs, 12-7, 12-9
Resilient
channel, 1-20
Floor Covering Institute, 21-5
flooring, 8-2
preparation of substrate, 9-10
sheet flooring, 9-12
sheet flooring, comparison of properties, 9-13
tile flooring, 9-8
tile flooring, comparison of properties, 9-9
wood flooring, 8-8
Return air grille, 16-2
Reusability, 21-11
Reuse, 21-28. See also "Recycling"
materials, 21-10
Reveal, 6-22
overlay construction, cabinet, 6-16
Reverberation, 11-11
Revolving door, 20-10
Rib metal lath, 1-29
Rice straw, 3-11, 21-12
Rift
sawing, 6-7
slicing, 6-13
Rigid steel conduit, 16-10
Rim, paneling, 6-28, 6-29
Riser, 12-2, 12-3, 12-5
Romex, 16-8
Roof types, 17-13
Room
corner test, 19-7
identification signage, 13-2
Rotary slicing, 6-13
Rubber
flooring, sustainability, 21-15
sheet flooring, 9-12
tile, 9-10
Running
match, 6-29
trim, 6-36
Rustic terrazzo, 8-18
S
SAA. See "Sound absorption average"
INDEX

Septum, 11-16
Sequence matching, 6-32
Services Certification, Inc., 21-13
Setting block, 5-11
Sgraffito, 1-28
Shaft
lining, 1-20
wall, 1-25
Sheathing, 17-10, 17-14
Shellac, 10-2
Shelving, 6-20
deflection, 6-21
Shimming, of architectural woodwork, 6-23
Shim space, 5-11
Shoe, glass door, 3-28
Shim space, 5-11
Soldering, 7-11
Soil stack, 16-21
Softwood, 6-5
Soft-puff intumescent, 4-15
Soffit, 1-20, 1-21
Helmholtz resonator, 11-9
floor/ceiling assembly, 11-22
diffusion, 11-24
diffraction, 11-24
detailing for sound transmission
design strategy, 11-11
building code requirements, 11-9
background sound, 11-14
articulation index, 11-15
background sound, 11-14
building code requirements, 11-9
celling, 2-16
coefficient of absorption, 11-9
design strategy, 11-11
detailing for sound transmission
control, 11-16
diffraction, 11-24
diffusion, 11-24
floor/ceiling assembly, 11-22
Helmholtz resonator, 11-9
impact insulation class, 11-22
impact noise, 11-22
in open-plan office, 11-14, 11-16
isolation criteria, 11-7
loudness, 11-2
mechanical and electrical services, 16-7
noise criteria curve, 11-5, 11-8
noise reduction, 11-5
noise reduction, calculating, 11-11
noise reduction coefficient (NRC), 11-10
noise reduction, detailing, 11-23, 11-24
partition, 11-17, 11-18
plenum, 11-21, 11-23
porous materials, 11-9
random noise, 11-14
reflection, 11-24
reverberation, 11-11
rules of thumb, 11-11
sabin, 11-10
septum, 11-16
sound absorption, 11-9, 11-10
sound transmission, 11-16
space planning for, 11-12
speech privacy, 11-14
structure-borne noise, 11-22
transmission, 11-3
transmission loss, 11-4, 11-5
vibrating panel, 11-9
volume resonator, 11-9
white sound, 11-14
with accordion doors, 3-32
with acoustic panels, 10-12
with doors, 3-12, 3-13
with glass, 5-2, 5-4
with gypsum wallboard partitions, 11-12,
1-22, 1-23
with partitions, 11-17
Sound transmission class (STC), 11-5. See
also “Sound; “Sound control”
gypsum wallboard partition, 1-12, 1-27
rating, 1-24
ratings for common construction
assemblies, 11-17, 11-21
subjective effect on hearing, 1-24, 11-5
South Coast Air Quality Management
District, California (SCAQMD), 21-14, 21-25
Space planning, daylighting
considerations, 16-18
SPD glazing, 5-10
Species of lumber, 6-5
Speech
interference level, 11-15
noise isolation class (NIC), 11-15
potential, 11-15
privacy, 11-14, 11-15
Spiral stairs, 7-20, 7-21, 12-3, 12-4
Splated veneer, 6-13
Splined miter joint, 6-14
Sponge rubber, 9-6
Sprinkler

barrier, 19-9
barrier, door in, 3-9
dampers, 19-8
density chamber test, 9-6
detector, 4-14
developed index, 19-6
environmental tobacco (ETS), 21-21
seal, 4-14
secondhand, 21-21
Soft, 1-20, 1-21
Soft-puff intumescent, 4-15
Softwood, 6-5
Soil stack, 16-21
Soldering, 7-11
Sole plate, 17-11, 17-14
Solid
block flooring, 8-2
stock, 6-5
surfacing, 6-41, 6-42
Solvent-based paint, 10-2
Solid
Sole plate, 17-11, 17-14
Soldering, 7-11
Soil stack, 16-21
Slate, 8-2
Soldering, 7-11
Southeastern Pennsylvania, 21-14, 21-25
SRA, 21-14, 21-25
SMaRT program, 21-6
SmartWood program, 21-12
Smoke

Smoke

PPI • www.ppi2pass.com
INTERIOR CONSTRUCTION & DETAILING

- effect on maximum travel distance, 20-5
- effect on separation of exits, 20-6
- head, 16-23
- near obstruction, 16-25
- part of detection and suppression system, 19-19
- piping clearance, 16-28
- spacing, 16-24
- system, 16-22
- Square footage method, 10-5
- Stack vent, 16-21
- Stain, 6-43
- Stained glass, 5-5
- Stainless steel
- detailing, 7-5
- door, 3-32
- finish, 7-4, 7-5
- for sign, 13-5
- properties, 7-2
- shapes, 7-3
- standard forms, 7-1, 7-3
- types, 7-1, 7-2
- uses, 7-1
- Stairs, 20-13
- accessible, 18-9, 18-11
- ADA requirements, 12-6
- building code requirements, 12-3, 12-6, 12-7, 12-13, 12-14, 20-14
- carriage, 12-9
- coefficient of friction on, 12-10
- configuration, 12-1
- curved, 12-3, 12-4, 20-13
- definition, 20-15
- guard, 12-6, 19-20
- handrail, 12-2, 12-4, 12-5, 12-6, 12-11, 18-10, 18-12
- horizontal layout, 12-1, 12-2, 12-3
- landing, 12-2
- minimum dimensions, 12-2
- monumental, 12-1
- nose, 12-4, 12-9, 12-10
- rise and tread dimensions, 12-6
- rise and tread formulas, 12-5
- riser, 12-2
- run, 12-3, 12-5
- spiral, 7-20, 7-21
- stairway, 20-12, 20-16
- stairway, building code requirements, 20-14
- steel and metal, 12-9
- stringer, 12-10
- tread, 12-2
- tread design, 12-10
- vertical layout, 12-3
- winding, 12-3, 12-4
- wood, 12-7, 12-9
- Standard Building Code, 19-1
- Standard set method of stone installation, 10-13
- Standards
- acoustics, 11-4
- carpet, 9-8
- closing devices, 4-12
- coefficient of friction, 8-12
- door locks, 4-16
- finish carpentry, 6-4
- flammability, 19-5
- for testing and materials, 19-5
- furniture flammability, 19-23
- glass doors, 3-31
- glazing, 5-3
- gypsum wallboard, 1-26
- hinges and pivots, 4-8
- indoor air quality, 21-24
- laminates, 6-32
- miscellaneous hardware, 4-20
- operating devices and locking, 4-10
- paints and coatings, 10-3
- plaster partitions, 1-32
- resilient floor covering, 9-12
- security glazing and doors, 14-9
- steel doors and frames, 3-26
- stone, 10-16
- suspended acoustical ceilings, 2-14
- sustainability, 21-29, 21-30
- tile, 8-11
- vinyl wallcovering, 10-6
- wood doors, 3-12, 3-19
- wood flooring, 8-6
- -writing organizations, 19-4, 21-5
- Standing and running trim. See also "Molding"
- State building regulations, 19-1
- Static
- -dissipative flooring, 9-14
- -dissipative laminate, 6-34
- -free flooring, 9-14
- Statuary finish, 7-9
- Staved core door, 3-11
- STC. See "Sound Transmission Class"
- Steel, 7-15, 7-18. See also "Steel door and frame"
- decking, 17-2
- Door Institute (SDI), 3-26
- framing for glass, 5-11
- stairs, 12-9
- structural system, 17-2
- stud. See "Metal stud." "Wood stud"
- Steel door and frame, 3-21
- clearance, 3-24
- construction, 3-20
- coordination, 3-27
- custom assembly, 3-27, 3-30
- frame, 3-10, 3-21, 3-24
- frame thickness, 3-23
- grades and models, 3-20
- recommended gage, 3-22
- sizes, 3-21
- standard assembly, 3-27
- standards, 3-26
- Steiner tunnel test, 19-6
- Stereophotogrammetry, 22-6
- Sticking, 6-27
- Stile and rail, 6-27, 6-28
- construction, 6-26
- door, 3-13
- Stitch, 9-4
- Stone flooring, 8-20
- coordination, 8-24
- installation, 8-23
- sizes, 8-22
- Stone for walls coordination, 10-18
- finish, 10-13
- sizes, 10-14
- Straw particleboard, 3-11, 21-12
- Stretched-in carpet installation, 9-6
- Stretch fabric wall system, 10-11
- Stringer, 12-10
- Strip -count method. See "Strip method"
- flooring, 8-1
- method, 10-4
- Structural. See also "Structural system"
- clay tile partition, 1-34
- composite lumber core door, 3-11
- elements, graphic representation, 17-13
- investigation, 22-3
- steel, 7-16
- symbols, 17-13
- Structural system. See also type; "Structural"
- bearing wall, 17-6
- concrete, 17-2
- masonry, 17-5
- residential, 17-9
- small commercial, 17-9
- steel, 17-2
- Structure-borne noise, 11-22
- Stucco, 1-28
- Stud
- cripple, 17-11, 17-14
- metal, 1-6
- wood, 1-5, 17-9
- Styrene, 21-21
- Super conductive flooring, 9-14
- Support. See "Structural system"
- Surface-mounted closer, 4-11, 4-12
- metal raceway, 16-9
- Suspended particle device, 5-9
- Sustainability. See also "Environmental considerations"
- adhesive, 21-12
- alternative materials, 21-12
- building rating system, 21-1
- carpet, 21-13
- ceiling, 21-17
- decisions during site analysis, 22-6
- electricity use, 21-19
- energy efficiency, 21-17
- evaluating materials, 21-10
- finish, 21-13
- flooring, 21-14

I-16
INDEX

1-17

Thermostat, 16-5
Thick laminate, 6-34
Thin
 - set installation, 8-14, 8-23, 10-18
 - set terrazzo, 8-20
stone tile, 10-13
Three-way switch, 16-16
Threshold, 3-6, 3-8, 3-19, 3-29, 4-16, 4-19, 18-3
Threshold Limit Values and Biological Exposure Indices, 21-25
Throat opening, 3-24
Tile. See also type
 - ceramic, 8-11
Council of America (TCA), 8-11
 - imported, 8-12
Italian, 8-16
joint, 8-14, 8-16
paver, 8-11
quarry, 8-11
standards, 8-11
water absorption, 8-12
Time-of-day controller, 16-16
Titanium, 7-16
Title III (Americans with Disabilities Act), 18-1
Tinting test, 9-11
Tobacco smoke, 21-21
Toilet
 - carrier, 16-4
 - locating, 16-21
 - paper dispenser, accessible, 18-6
 - room, accessible, 18-4
 - stall, accessible, 18-6
Tolerance
architectural woodwork, 6-44
construction and ADA, 18-17
Total run of stairs, 12-5
Toxic Substances Control Act (TSCA), 8-11
21-26, 21-30
21-25
Toxicity, materials, 21-11
Joint, 8-14, 8-23, 10-18
Joint, 10-11
gypsum wallboard, 1-10
glass, 5-4
joist system, 17-3
Type X gypsum wallboard. See "Fire-rated gypsum wallboard"

U
U bead trim, 1-10
UBC tests and standards, 19-5
UL
Building Materials Directory, 19-5
Environment, 21-7
Ultrasonic detectors, 14-3
Under-carpet wiring, 16-9
Undercut, 3-6, 3-10
Underwriters Laboratories (UL)
as testing laboratory, 19-5
Building Materials Directory, 1-13
standards for operating devices and locks, 4-10
standards for safety for bullet-resisting equipment, 14-5
standards for security glazing and doors, 14-9
standards for steel doors and frames, 3-26
UL 10B (standard), 19-6
UL 10C (standard), 19-6
UL Environment, 21-7
Unified Numbering System (UNS), 7-2
Uniform
Building Code (UBC), 19-1
Federal Accessibility Standards (UFAS), 18-1
United States. See also "Federal Accessibility Standards (UFAS), 18-1
Universal design. See "Accessibility"
Upholstered wall, 6-41, 10-11. See also "Fabric-wrapped panel"
U-shaped ceiling, 2-4
Urea formaldehyde, 21-12
Urethane
carpet cushioning, 9-7
paint, 10-2
wood floor finish, 8-3
Urinal, accessible, 18-8
U.S.
Department of State, standards for security glazing and doors, 14-9
Environmental Protection Agency (EPA), 10-4, 21-3, 21-5, 21-7, 21-25
Green Building Council, 21-1
V
Vapor barrier, foil-backed wallboard, 1-5
Variable air volume mechanical system, 16-2, 16-3
Varnish, 6-43
VAV box, 16-3
VCT. See "Vinyl composition tile"
Velocity of sound, 11-1
Velvet carpet, 9-3
Veneer, 6-12
availability, 6-6
composite wood, 21-12
core, 6-33
cutting methods, 6-12
grading, 6-14
matching, 6-27, 6-29
on door, 3-12
plaster, 1-29, 1-31
sources, 6-12
Venetian plaster. See “Lime plaster”
terrazzo, 8-18
Vent island fixture, 16-21
plumbing, 16-20
stack, 16-21
Ventilation controlling for indoor air quality, 21-23
demand control, 21-30
placement, 21-18
indoor air quality, 21-22
minimum rate for outdoor air, 21-23
Verde antique, 7-9
Vermiculite, 21-27
Vibrating panel, 11-9, 11-24
Video, 15-10, 15-16
equipment, 15-12, 15-14
monitor, 15-10, 15-12, 15-13
projection, 15-2, 15-3
teleconferencing, 15-14, 15-17
Videotape, 15-10
Viewing distance audiovisual system, 15-4, 15-7
video monitor, 15-11, 15-12, 15-13
Vinyl coating, 6-43
composition tile, 9-9
grouting, sustainability, 21-15
latex paint, 10-2
sheet flooring, 9-12
tile, 9-9
wallcovering, 1-5, 10-6
wallcovering calculation, 10-9
VOC. See “Volatile organic compound”
Volatile organic compound (VOC), 8-3, 21-4, 21-11, 21-15, 21-20
paint, 21-16
standards, 21-25
Volume resonator, 11-9, 11-24

W
Waffle slab construction, 17-4
Wainscot, 6-28
cap, 6-28
Wall. See also “Gypsum wallboard,” “Wallcovering,” “Wallpaper”
bearing, 17-6
finish. See type
tile, 8-11
upholstered, 10-11
Wallboard. See “Gypsum wallboard”
Wallcovering. See also “Wallpaper”
fabric, 10-10
sisal, 21-16
textile, 19-12
vinyl, 10-6
Wallpaper, 10-4. See also “Wallcovering”
calculation, 10-4
Warehouse matching, 6-29
Warp, 9-3
Washington state indoor air quality program, 21-5
Waste and vent layout, 16-22
stack, 16-21
Water absorption of tile, 8-12
-based paint, 10-2
-conservation, 21-11
-resistant gypsum wallboard, 1-3
-supply piping, 16-20
WaterSense, 21-7
Wavelength of sound, 11-1
Weaving carpet, 9-3
Weft, 9-3
Welded frame, 3-21
Welding, 7-12
Western Wood Products Association (WWPA), 6-4
Wet column, 16-22
film thickness, 10-2
Wheelchair space requirements, 18-2
White-body earthenware, 8-16
Wide
-flange beam, 17-15
throw hinge, 4-3
Width of exit, 20-6
Willow garden, 9-3
Wind load, 17-7
Winding stairs, 12-3
Window and Door Manufacturers Association (WDMA), 3-12
covering, 16-6
covering over glass, 5-22
screen, 14-3
Wire (of carpet), 9-3
Wired glass, 5-4
Wood. See also “Wood door,” “Wood flooring”
as raw material. See “Lumber,” “Architectural woodwork”
ceiling, 2-20
celings, suspended, 2-21
certified, 21-12
cleat, 6-25, 6-27
door, 3-12–3-19
door, custom assembly, 3-15, 3-20
door frame, 3-12, 3-15, 3-16, 3-17, 3-18, 3-19
door frame and hinge setting
dimensions, 3-17
door, specifications, 3-13–3-15
door, standard assembly, 3-15
flooring, block, 8-1, 8-2
flooring, building code requirements, 8-7
flooring, coordination, 8-10
flooring, finish, 8-2
flooring, grades, 8-4
flooring, installation detail, 8-7, 8-8
flooring, plank, 8-1
flooring, solid block, 8-2
flooring, species, 8-1, 8-2, 8-5
flooring, standards, 8-6
flooring, strip, 8-1
flooring, sustainability, 21-14
flooring, testing substrate for moisture, 8-6
flooring, types, uses, and grades, 8-1
furring, 1-9
glass framing, 5-11, 5-12, 5-13
Moulding and Millwork Producers Association (WMMPA), 6-4
recycled, 21-10
stain, 6-43
stairs, 12-7, 12-9
structural system, 17-9
stud, 1-6
Woodwork Institute, 6-1
Wool, 9-1
Woolen count system, 9-5
Wrought iron, 7-18

X
X-ray of floor, 17-9

Z
Z-clip, 6-25, 6-27
-furring channel, 1-10
Zinc, 7-16